
Thermostat Module
Operating Instructions

Lithium Battery Safety Precautions
• Only use the battery with the OEI simulator that it 
 came with.
• Only use the charger that came with the battery,
• Do not charge a device under your pillow, on your bed,
 or on a couch.
• Do not keep charging the device or device battery 
 after it is fully charged.
• Lithium-Ion batteries should not be left unsupervised 
 while being charged. Do not overcharge batteries as 
 doing so can cause damage to the battery.
• Keep batteries at room temperature when possible.
• Store batteries away from anything that can catch fire.
• Stop using the battery if you notice these problems: 
 odor, change in color, too much heat, change in shape, 
 leaking, or odd noises.
• Do not use batteries that have been damaged or 
 altered in any way.
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Thermostat Specifications
Temperature Control Module for OEI Polymer Li-Ion 
batteries model CU-K151
Part Number: 860011
Input: 21V = 2.0 A  Output: 21V - 2.0 A
Only for use with OEI Polymer Li-Ion Batteries model 
CU-K151. Indoor use only.
Made in the USA



Thermostat Module
Lithium Batteries
Introduction
The Thermostat Module is required to charge OEI 
Lithium-Ion batteries when using the OEI-provided external 
charger. The thermostat module monitors and detects 
abnormal temperature increases in the OEI battery during 
charging. Overcharging a Lithium-Ion battery at high 
temperatures can lead to dangerous accidents such as 
gas-emissions, self-ignition, and explosion.

When charging batteries outside the simulator, follow OEI
guidelines/instructions and follow all identified Lithium-Ion
battery safety precautions. 

Connecting the Thermostat Module
Figure 1 shows the connection diagram for the 
Thermostat Module.

1. Connect the provided Battery Charger to the cable 
 coming out of the Thermostat Module and marked 
 as “To Power”.

2. Connect the OEI Lithium-Ion battery to the cable 
 coming out of the Thermostat Module and marked 
 as “To Battery”.

3. Connect the Battery Charger to the AC wall outlet.  

Charging the Batteries
When charging the OEI batteries follow the instructions 
in the simulator User Guide and all established safety 
guidelines.

The Thermostat Module includes a “Status” light with 
two states:

Under high temperature battery levels, it is recommended 
to immediately disconnect the battery charger from the 
AC outlet and carefully disconnect the battery from the 
Thermostat and contact OEI support at:
help.operativeexperience.com
(410) 287-5748

Light is green: ongoing 
charging in progress, 
battery temperature levels
are normal.

Light is red: ongoing charging 
has been interrupted. 
Internal battery temperature
is high.

Figure 1 Connecting the Thermostat Module


